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EFFECT OF SURFACE FINISH ON FATIGUE PROPEBTIES AT 

I - LOW-CARBOR N - 1 5 5  WITH GRAIN SIZE OF A.S.T.M. I 

By Robert R. Ferguson 

The effect  of three  surface  finishes of roughnesses 4’ to  5, 20 to 
25, and 70 t o  80 microinches rms on the  fatigue  properties were deter- 
mined for low-carbog N-155 alloy of grain  size A.S.T.M. 1 at  teqperatures 
of 80°, 1000°, 1350 , and 1500’ F. The fatigue  properties f o r  the vari- 
ous finishes  differed  apsreciably  at room temperature; however, after 
short  periods at 1000° F and for all periods  investigated a t   t q e r a t u r e s  
above 1000° I?, specimens having different  finishes had the same fatigue 
strength. It was concluded that the  primsry cause of the difference i n  
room-temperature strength was due t o  compressive stresses set up i n   t he  
surface and that at  elevated  temperatures  these compressive stresses 
w e r e  relleved by annealing. Apparently,  roughness alone did not signifi- 
cantly  affect the fatigue  strength of the  material  investigated. 

INTRODUCTION 

The room-temperature fatigue  strength of engine  cowonents is 
influenced by the  condition of the  aurface, which is often  polished  or 
shot-peened for improvement  of fatigue  properties. Polishing smoothes 
and possibly works and stresses  the  surface, which i s  reported  in refer- 
ence 1 where abrasive  polished specimens are compared with  electro- 
polished specimens. Shot-peening cold-work8 and places compressive 
stresses in  the  surface  (reference 2) .  The test  results  obtained on 
polished, shot-peened, and other  finishes  indicate that the smoothness 
of the  surface,  state of stress i n  the surface, and the amount of cold- 
work in  the  surface  are  the primary factors that affect   the   fa t igue  l i fe  
of surfaces a t  room temperature. Thls investigation was undertaken t o  
determine the  effect  of surface  condition on the  fatigue  properties of 

b 
I N-155 at elevated  temperatures. 
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The  material  initially  studied and reported  herein was low-carbon 
"155  hot-rolled  bar stock supplied  by-  the  Eaynes  Stellite Company. The 
following  information was supplied by the  producer: 

Chemical  composition  (percent by weight; all material f r o m  same 
heat) . - 

C si M2 P S w l m  
0.15 0.99 0.14 0.025 0.009 2.46 1.42 

Cb Mo Cr CO mi  Fe 
1.12 3.06 20.45 19.16 20.22 balance 

Fabricatiun  procedure. - The  material was hot-rolled from a 6- by 
6- by 40-inch  ingot to a 2z-inch  square on a 24-inch dll and  then  to a 
13/16-inch-diameter  round on a lO-inch  mill. The maximum  reheat  tempera- 
ture was 2140° F and  the minimum rol l ing temperature was 180° F. After 
r o l l i n g ,  the  bar  stock was given a full anneal for 45 minutes  at a tem- 
perature  between 2100O and 2150° F. 

3 

Mechanical  properties. - The mechanical  properties  reported  for 
room temperature on 3/4-in&-diameter bars of low-cazbon B-155 are: 

Ultimate  Yield  Elongation ' 

strength 
(lb/sq in.) (0.2 percent  (perc'ent) 

i n  I inch strength 

124,800 
50.0 73,600 126,  €00 
49 .O 73,100 

M ca 

. . ." 

Method of heat  treatment. - Bar stock in 5-inch lengths were  heat- 
treated  as follows: 1 hour at 2200° F, water-quenched; 16 hours at 
1400° F, air  cooled. This heat  treakment  changed  the  grain  size  from 
A.S.T.M. 6 and 7 to A.S.T.M. 1 and  the  Rockwell B hardness  from 95 to 
98. The microstructure  of  the  heat-treated  bar stock is  shown  in 
figure 1. 
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Method of surface  preparation. - The dimensions of a l l  specimens 
used i n  this investigation tire given i n  figure 2. The reduced center 
section of all the specimens was ground in  a cylindrical  grinder by 
form grinding  with a 6O-grit aluminum oxide, v f t r i f ied  bonded wheel of 
grade J and density 5. The grinding wheel speed was maintained between 
5000 and 7000 surface  feet  per minute and the specimen speed f o r  the 
finishing  cut w a s  maintained between 200 and 300 surface  feet  per minute. 
This treatment caused circumferential  finish marks (ground specimen, 
fig. 3). 

The polished  finish was prepared by polishing the ground surface on 
the specFmens with  successively  finer grades of emery cloth and paper, 
finishing  in  the  longitudinal  direction of the specimen with paper  grade 
20 (polished specimen, fig. 3). 

The rough f inish was prepared by semipolishing  the ground specimens 
to remove the  grinding  scratches and then roughening the  surface by hold- 
ing a s t r ip  of 46-grit  abrasive  cloth  against a slowly rotating specimen. 
This treatment  also caused circumf'erential f inish marks (rough specimen, 
fig. 3). 

The following table Hsts the  surface roughness and the test tcmger- 
atures for each finish.  Surface roughness measurements nere made in the 
longitudinal  direction  with a profilometer. 

Surf , ace 1 Test tzrature 
Finish Roughness 

(microin. rms) 
Polished 

i 70-80 Rough 
80, looO> 1350, 1500 20-25 Ground 
80, 1ooO> 1350, 1500 4-5 

80, 1350 

Method of evaluation. - A l l  tests w e r e  run i n  8 high-temperature 
fatigue machine (fig.  4). The specimen is a fixed  nonrotating  cantilever 
stressed  in completely reversed bending a t  a frequency of 120 cycles  per 
second. The drive mechanism consists of a cantilever beam mounted on a 
torque bar, which i s  caused t o  vibrate by electromsgnets denoted as  drive 
coils in figure 4. The entire  vibrating system operates  very  close t o  
resonance. 

The s t ress   in   the specimen was calculated from an equation based 
upon the  inertia  loading at resonance of the specimen assembly. The 
equation i s  belleved to be accurate t a  k2 percent of the t r u e  stress. 
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The factors  entering  the stress were  measured closely enough for  the 
stress t o  be within k500 pounds per square  inch of the nominal stress. L 

M a 
rl cu The specimens tested at elevated  temperatures were heated t o  tem- 

perature  in 1/2 t o  I hour and held a t  temperature from 2 t o  4 hours 
prior  to  the start of the test. The t a p e r a t w e  was controlled  to 
within +3O F. 

RESULTS AND DISCUSSION 

The test results on the  silrface  finishes at 80° F are   l i s ted   in  
table  I(a) and plot ted  in  figure 5(a). The strengths of the  finishes 
f o r  l i f e  of lo8 cycles  taken from figure 5(a) are compared in   the follow- 
ing  table: 

Surface f inish Stress for l i f e  
of 108 cycles 
(lb/sq in. ) 

Rough 1 46'000 

Ground 38, 000 
Polished 

54,000 

Polishing the ground surface of 20 t o  25 micruinches rma roughness 
t o  4 t o  5 microinches rma roughness improved the  fatigue  l ife  as expected. 
Roughenfng of the  surface t o  70 t o  80 microinches m, however, further 
increased  the  fatigue l ife.  The fatigue l i fe  wa8 expected t o  decrease 
with surface roughness and consequently  give the roughened material a 
shorter  U9e  than  the ground material. Roughening of the  surface 
probably cold-worked the material and resulted  in specimen-surface 
compressive stresses that were  more beneficial than the a g e  due t o  
increased  surface roughness. 

. 

The tes t   resul ts  on the  f inishes .   a t  1350° F =e listed- in table I(b) 
and plot ted  in  figure 5(b). A l l  the  finishes have approximately the.8ame 
st rength  a t  this temperature.  .The  factor or factors causing a dif'ference 
i n  room-temperature strength are apparently removed by a temperature of 
1350° I?. A s s u m i n g  that the  difference  in room-temperature strength i s  
mainly due t o  compressive stresses.  set up i n  the outer  fibers, it appears 
that at  a temperature of 1350° F these-stresses are removed by annealing 
so early i n  the tes t s  that they do not affect the fatigue  l ife.  

- 

If the  material i s  sensitive t o  roughness at 1350' F, it would be ' 

eqected that these data would show, after  the  surface  stresses are 
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removed by annealing,  the  polished  finish t o  be stronger  than  the 
ground, and the ground stronger than  the rough. The data do not  indicate 
significant  dlfferences so it would  seem that the  material is insensitive 
t o  the  aifferences  in roughness of the  finishes at 1350' I?. 

G 

Following the  tes ts  at 1350° F, additional  tests were run a t  tem- 
peratures of 1000° and 15000 P on specimens with ground and polished 
surfaces. The test results at a teraperature of looOo F are listed i n  
table   I (c)  and plot ted  in  figure 5(c). The fatigue  strength of the 
polished  surface was appreciably  stronger than that of the groun' surface 
for  periods up t o  approximately 5,000,000 cycles of stress (14 hr a t  
temperature,  3-hr soak, 11-hr running). For longer  periods, any possi- 
ble  difference between the  finishes is witbin  the average scatter of the 
data, approximately f2000 pounds per  square  inch.  Better  definition of 
the  fatigue  strength f o r  longer  periods would require  considerably more 
testing, and because of the  results  anticipated, it is fe l t  that further 
testing i s  not  warranted. Assuming again that polishing  placed  coqres- 
sive stresses i n  the surface, it would seem that after a short  period of 
time a t  1000° F, these comgressive stresses would be removed by anneal- 
ing. In  order  to  place compressive stresses in  the  surface by polishing, 
some plast ic  flow of surface  layer resulting i n  cold-work of the  surface 
layer must take  place. If the hgrovement i n  room-temperature fatigue 
strength by polishing was mainly due t o  cold-work i n   t h e  surface,  the 
strength of the  polished  surface would remain higher  than that of the 
ground surface  at  looOo F because stress-rupture  data on cold-worked 
R-155 indlcate that a temperature of 1000° F does not  relieve  the  effect 
of the cold-work (reference 3). The hprovement in   s t rength by polishing 
is therefore  believed t o  be due t o  the compressive stresses in   t he  sur- 
face  layer and not due t o  the  cold-mrk i n  the surface  layer. 

R e s u l t s  from specimens with  polished and ground surfaces  tested a t  
1500' F are  listed i n  table I(d) and plotted  in  f igure  5(d).  No signifi- 
cant  difference  exists between the  fatigue  gtrength of polished and 
ground surfaces. The surface stresses are quickly removed by annealing 
and the  difference  in roughness between ground and polished  surfaces does 
not  appear to  affect   the  fatigue l ife.  The effect of the stress concen- 
trations caused by surface roughness may have a greater efYect on fatigue 
of materials that are more notch sensitive  than  the 8-155 used i n  this 
investigation. 

From data  presented in figure 5, polished and rough finishes were 
considered better  than  the ground f inish a t  room temperature because of 
the compressive stresses  in  the  surface of these  finishes; a t  elevated 
temperatures, these compressive stresses were removed by annealing. 
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In  order  to  check  this  conclusion,  room-temperature  fatigue  tests 
were  made  on  rough,  polished,  and  ground  specimen8  that  were  stress- 
relieved  at 1400° F for 4 hours subsequent  to  surface  finishing. Assum- 
ing  that  this  heat  treatment  does  not  significantly  alter the structure 
and  that  the  effects  of  corrosion are negligible,  then  the  fatigue 
strengths of polished  and  rough  specimens  should  be  reduced  due  to  the 
elimination of surface  stresses. The results  presented  in  table II and 
figure 6 indicate  that  at a stress  level  of  approximately 53,000 pounds 
per  square  inch  the  fatigue  life of' sll surface  finishes  after  this  heat 
treatmerit  is  approximately  equal  to  the  ortginal  ground  specimens. In 
adation,  specimens  repolished  after  heating  had  fatigue  properties  of 
the  original  polished  material  indicating  that  the  significant  effects 
were  confined  to  the  surface.  In  order to dete"ne  whether  corrosion 
influenced  the  results,  one  polished  specimen wa8 stress-relfeved i n  
argon and one  in a vacuum.  These  specimens  exhibited very little  oxi- 
dation and had  essentially  the same properties  as  those-  stress-relleved 
in air .  

. 

m 
tD 
rl co 

Results  of  tests on three mechanically  prepared  surface  finishes of 
low-carb0n.N-155  alloy of grain  size A.S.T.M. L indicated  that  each  spec- 
imen  finish  had  appreciably  different  fatigue  strengths at  room  tempera- 
ture  but habthe same  fatigue  strength a t  elevated  temperatures. 

At  room  temperature,  the rough finish was superior  in  strength  to 
the  polished,  ana  the  polished was superior  in  strength  to  the  ground. 
The  probable  cause of this  variation  at  room  temgerature  in  atren@;th is 
a cklfference Fn the  degree  of  surface  stresses  present i n  the  finishes. 
The ground surface  appearea to be  relatively  stress  free,  whereas  the ' 

polished  and rough surfaces  appeared  to  contain  compressive  stresses. 

At LQoOo F, specimens  with a polished  finish  were  stronger  than 
those  with a ground  finish  for  periods up to 5,000,000 cycles of streas 
(approximately 14 hr at temperature).  For  longer  tests,  the  difference 
between  the  strength of the  polished  and  ground  specimens was not 
appreciable. .. - . " .  

A t  1350° F, no significant  difference  in  strength was found  between 
specimens  with  polished,  rough, and ground rinishes.  At 15m0 F, the 
g r o u d  and  polished  specimens had the same strength.  It  is  believed 
that-the  beneficial  compressive  stresses  present  in  the  polished  and 
rough  specimens  were  relieved by annealing  at  those  test  periods  and  test II 

teqeratures  at  which  the  strengths of the  various  specimen  finishes  were 
the same. ... . . . . -- I. 

m 
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When  the  surface  stresses  were  relieved,  roughness  changes from 5 
to 80 microinches r m s  did not  appear to have an  appreciable  effect on 
the  room-temperature or elevated-temperature  fatigue  strength of the 
material. 
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TAB23 I - RESULTS OF FATIGUE TESTS ON spM=IMEIsS OF LOW-CARBON N-155 

(a) Temperature, 80° F . (b) Temperature, 1350° F . 

Ground 
A8 59,900 389,000 
Al 59,400 518,000 
B15 5.8,oOO 691,000 
B1 50,500 1,685,000 
A15  45,500 1,900,000 
Ell 41,800 4,150,000 
G19  38,600 20,700,000 
G18 37,400 5,150,000 
G I 2  36,300 101,000, 00Oa 

Polished 
60,700 
60,500 
52,700 
50 , 800 
47 , 600 
47,000 

G7 45,400 

735,000 
778, p00 

5,100,000 
5,659,000 
6,270,000 
30,300, OOOa 
8,294,000 
66,800,000 

'inish 
B10  39,800 

B12 34,900 
B l 3  32,500 
E6  28,900 

B4 35,000 

I 

finish 

Cycles t o  

216,000 
1,252,000 

17,380,000 
1,123,000 

59,800,000 

____I 
Alz 
F7 
B9 
BS 
Bl1 

! € I  
E3 ' 

~ 43,400 
38,900 
38,600 
37,400 
36,400 
32,100 
30,000 

108,000 
172,000 
432,000 
345,000 

4,970 , 000 
79,700,000a 

388 , 000 

I 

Rough finish 
A7 

12,660,000 31,700 137 1,382,000 59,400 A4 
302,000  35,200 €33 1,166,000 59,900 

E12 
39,200,000a  52,600 F19 

34,240,000  29,600 B14 21,260,000 54,100 

Ga 99,2oo,oooa 52,600 

(c) Temperature, 10000 F . (d) Temperature, 15000 F. 
~ 

Spec- 
failure (lb/sq in.) imen failure (lb/sq in . )  imen 

Cycles t o  Stress Spec- Cycles t o  Stress 

Ground finish 
F8 

23,OOO F12 39,312,00@  41,300 F20 

30,000 E20 259,000 43,900 F9 
33,800 E10 302,000 46,500 

F2 26,150 E4 65,300,Wa 42,000 

Polished finish 

46,800 
46,400 
45,200 

172,000 
994,000 

1,684,800 
1,598,000 
27,200,000 

25,000 

172,000 
1,598,000 
5,486,000 
64,200,000 

691,000 
10,950,000 

c 
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TABLE I1 - RESULTS OF FATIGUE TEGTS ON SPECIMENS OF N-155 HELD FOR 

4 HOURS AT 14000 F PRIOR TO TESTING AT, 800 .F 

Spec- 
failure (lb/sq in.) imen 

Remarks Cycles to Stress 

Ground finish 

E17 
L3 
L28 
LA 
E9 

50,800 

52,400 
52,600 
52,200 

55, loo 

Polished finish 

Rough finish 
L12 

1,728,000 49,500 G I l  
994, m 52,400 

. 
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C- 2756 1 

(b) XlO00. 

Figure 1. - Microstructure of low-carbon Ii-6-155 bar stock. Heat-treateck 1 hour at 
2200' F; water-quenched; 16 hours at 1400' F; air cooled. Etched with 10-percent 
electrolytic chrrnnic acid. 
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Figure 2. - Fatigue specimen. 

Polished 
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C- 26751 

Figure 3. - Fatigue ~pe~ imens  Prlth smf'acee prepared for ewluatian. 
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( a )  Temperature, 80° P. 
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Figure 5. - Effec t  of aurfaoe treatment on fatigue properties of low-oarbon N-155. 
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60, OOC 

50,ooc 

40, OOC 

( c )  Temperature, 1000° F. 

(a )  Temperature, 15000 P. 
Figure 5. - Concluded. Effe.ct of surface treatment of fatigue  properties 

of law-carbon N-155. 
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' surface 
0 Polished 
0 Ground From figure 5 
A Rough 
V Polished 

707000 VPollshed; repollshed  after  heating Held for hours at 14c.Doo &Polishedi  heated In argon atmosphere prior to testing at room-   poll shed; heated  In a vacuum temDerature. tt 
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Cycles 
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p! -Figure 6. - Effect of annealing af ter  surface  f inishing on fatigue  properties 

z of low-carbon N-155 alloy, 
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